Development of Feedhorn-coupled Microwave Kinetic Inductance Detectors
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Future satellite missions operating at far infrared (FIR) wave-
lengths will require high sensitivity focal plane arrays. NIST
has a strong background in developing FIR detector arrays as
evidenced by the delivery of the 10,000 pixel imager for the
SCUBA-2 instrument on the James Clerk Maxwell Telescope.
We are now developing arrays of feedhorn-coupled microwave
kinetic inductance detectors (MKIDs) with the goal of achiev-
Ing photon-noise limited sensitivity and low-frequency stabil-
ity over the range of loading conditions suitable to sub-orbital
and satellite-based observations. Current efforts are focused
on photometric applications with dual-polarization sensitivity
at A = 250 um - 500 um. This detector architecture will be de-
ployed on the next-generation BLASTPol experiment, a NASA-
funded balloon-borne polarimeter. However, we are also in-
terested in exploring applications that require total intensity

concept: feedhorns + MKIDs
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application: next-generation
BLAST
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detection or spectroscopy.

detection in MKIDs
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Lot BLAST's combination of sensitivity, resolution, and mapping

------ speed will bridge the gap between Planck and ALMA, linking

"4 core magnetic fields to the Galactic field.
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hv = Feedhorn array (either metal or based on Si-platelets) couples
5 to a detector wafer containing ~ 1000 MKIDs through a cou-
L, — pling Si wafer. Detector count
Q\
/ ﬂ waveguide A | AV/V Ngetectors Pioada NEPphoton
] aperture (um) | (%) (pW) (aW/+vHz)
-10 S 250 | 30 1180 17 170
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| MKID-2 ,
\ BLAST instrument

mBalloon-borne experiment; 28-day
Antarctic flight in 2016

= Map magnetic fields in star forming regions
by measurement of polarized dust emission

150 hours shared risk observing time

/ Si cutout for T
MKID-1

MKID are superconductors lithographically patterned into res- Nb __-backshort SiO,

onant circuits. FIR photons absorbed in the superconductor l (SiParemoved)  interface
change the frequency and amplitude of the resonant circuit.
These quantities are determined by homodyne measurement.
Many MKIDs can be multiplexed on a single transmission line.
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Face-on schematic of two
lumped-element MKIDs, which
are sensitive to orthogonal
components of linear polariza-
tion.

Cross-section schematic of sin-
gle feed coupled to detector.
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photon-noise limited

experimental configuration

N

250 um sub-array

sensitivity
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Photograph of a 5-pixel sub-array mounted in a sample coax in
holder, which couples to a 7-pixel close-packed feed-
horn array.
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Detector details Measurement schematic of coupling the detector sub- 0 101 103 105
— array to a variable temperature thermal load. The Frequency (HZ)
. /\ Parameter Value passband is from 1.0-1.4 THz.
_— N ;naterlal TIN/-QQBNMtlflllayer Noise spectra (using frequency readout) at various thermal
Z
2 Ak response to thermal load loads.
Qi 200k-400k LA S ————An i .
~ Q. ~ 30k o NEP
200 pm vV 80 Hm3 | —NEP hoton
: Acapacitor 0.9 mm? p
optical band 1.0-1.4 THz

MKID design with zoom-in
showing the absorbing vol-
ume within the wavequide.
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New superconducting material:
T|N/T|/T|N trllayer

T . . ] T ke, D A T ottiayer TNTITIN T 848-4O 1'0 2'0

+10 nm

NEP (WA/Hz)

4-. II./- —:—SR(_)I_O_([?”;I"N 335525 ;"1.0_' ® Sub- sto.lchlometnc TiN film | Power (pW)
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Oz, =21 g | Frequency response is linear with ap- phOtOn-nOlse
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also see.: oL
: : T = -2 -1 0 1 2

(a) TIN has a tuneable T.. (b) T can also be tuned by varying The Next Generatlon 10 10 10 10 10
layer thicknesses of TiN and Ti. (c) TiN/Ti/TiN trilayer shows better P W
than 1% T, uniformity across a 75 mm diameter wafer. B LAST Expe ri ment" ower (p )
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